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HOTLINK Il Video Card - (HL2V)

Frame Grabber and Camera Emulator

The GRT HOTLIink Il Video card is based on the Cypress HOTLink Il Interface that is Fibre Channel
compatible at the FC-0 and FC-1 layers. The card supports a wide range of video formats with data
rates from 160 Mbps to 1.5 Gbps. The card has a dedicated SXGA video port for viewing live video
on a standard computer monitor. Two 16 Mbyte image stores allow the card to have uninterrupted
throughput from HOTLink Il port to PCl or from HOTLink Il to SXGA. The card is available with a
50 or 75 Ohm BNC connector, SMA , FCN type Twinax connector, or a Fiber Optic transceiver.

Flexible - Programmable to handle most video formats
Fast - Uninterrupted video capture up to 150MBytes/sec
Live Display Option -Watch video stream on monitor
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The HL2V and associated drivers use DMA to move video frames to and from on-board memory.
The card has two 16 Mbyte (ping and pong) image stores such that PCl can access image memory
while receiving live video, which allows uninterrupted data transfer. PCI transfer rates up to

150 Mbytes/sec (64 bit PCl) can be achieved depending on the system configuration.

Feature-Rich Test Applications Included - Quick Installation - Detailed User’s Manual - Flexible GUI Interface

Versatile IR/Optical Frame Grabber:

Flexible and Easy to configure:

- Select: Frame Size, Header Size, SOF Trigger, Enable Receiver;
View Image, and Save Received Image to File

The user has complete control over key video frame characteristics:
Frame Size, SOF Character or |dle Trigger Count,
# Bytes/Pixel, Bit Shift (#bits/pixel), and Image Offset

Powerful Camera or Sensor Emulation:
Sets up in minutes:

- Upload bitmap image or test pattern

- Set-up transmit parameters

- Enable transmitter

User can configure the following parameters: Frame Size, SOF character,
SOL character, EOL character, # EOL nulls, EOF character, # EOF nulls,
# bytes/pixel, Bit Shift (for <16 bits/pixel), and Image Offset.




